
• 2 Cubic foot capacity
• Holds 100 lb abrasive per fill 

(when wet blasting)

• Holds 10 gal water per fill 
(when wet blasting)

• 30 minute blast time per fill
• Operating pressure: 30-150 PSI
• ASME / PED / CE compliant
• Lifetime warranty on blast pot

• 110 cubic feet per minute
• 24.3 horsepower engine
• 6.5 gallon diesel tank
• Kubota engine
• Two-year warranty on 

compressor engine
• Two-year warranty on 

compressor air end
 

• Deck dimensions: 12'3" L x 2'6" W
• Total trailer dimensions: 

13'6.25" L x 2'6" W
• Purpose built heavy-duty trailer
• DOT compliant LED lights
• One 3500 lb torsion axle
• 8 ply tires
• 2,221 lb (fully loaded estimate)

DB225® Blast Pot Air Compressor “XS” Trailer Included Accessories
• 100 ft blast hose
• Electric deadman
• Tungsten carbide nozzle  (SLV #4)
• Medium fill funnel with screen
• 35 gallon water tank
• 48 GPM water pump
• Mini XS Air Dryer which allows for 

dry blasting, soda blasting and wet 
blasting.

DB225® MOBILE XS SPECIFICATIONS
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WATER STORAGE AND PUMP SYSTEM
Tackle any project regardless of water 
availability at the job site.

PURPOSE-BUILT TRAILER
Built to withstand harsh 
environments.

AIR DRYING & COOLING 
SYSTEM
Ensures the air you’re feeding to 
your blast pot and other tools is 
cool and free from any moisture, 
dirt, or oils.

DB225® BLAST POT
Manufactured by MMLJ in
Houston, TX.

110 CFM AIR COMPRESSOR
Ample air supply to power your blast 
pot and other pneumatic tools.


