
• 2 Cubic Foot Capacity
• Holds 100 lb abrasive per fill 

(when wet blasting)

• Holds 10 gal water per fill 
(when wet blasting)

• 30 minute blast time per fill
• 55" H x 27" W x 34" D
• Operating Pressure: 30-150 PSI
• ASME / PED / CE Compliant
• Texas Edition: Internal parts 

manufactured of hardened steel
• Lifetime Warranty on Blast Pot

• Deck Dimensions: 12'3" L x 2'6" W
• Total Trailer Dimensions: 

13'6.25" L x 2'6" W
• Purpose Built Heavy-Duty Trailer
• DOT Compliant LED Lights
• One 3500 lb torsion axle
• 8 Ply Tires
• 1,850 lb dry weight

DB350 Blast Pot “XS” Trailer Included Accessories
• 100 ft blast hose
• Electric Deadman
• Tungsten Carbide Nozzle  (SLV #4)
• Medium Fill Funnel with Screen
• 35 gallon Water Tank
• 48 GPM Water Pump
• Mini XS Air Dryer which allows for 

dry blasting and soda blasting, in 
addition to Dustless Blasting

DB225® Mobile XS SPECIFICATIONS
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WATER STORAGE
Tackle any project, regardless of 
water availibility at the job site.

AUXILIARY AIR CONNECTIONS
Power your paint sprayers, 
respirators, air tools, and more.

PURPOSE-BUILT TRAILER
Manufactured by MMLJ in 
Houston, TX.

AIR DRYING & COOLING SYSTEM
Allows dry blasting & soda blasting in 
addition to Dustless Blasting.

POWERFUL COMPRESSOR
Ample air supply to power your blast 
pot and other tools.


